Accelerometer Calibration Certificate
Pile Dynamics, Inc.

Calibrated by Pile Dynamics, Inc.

Calibration performed on NOV 0 4 2020
Serial No: K11647 Temperature: 22.0 °C
Model: PR Humidity: 47%

Calibrated on: Channel 3 on 8G 5061 LE

Ref Acc 1: 65538! Cal on: 27Jan2020
1040 g's/volt

Ref Acc 2: 64648! Cal on: 27Jan2020
984 g's/volt

Reference accelerometer calibrations are traceable to
the United States National Institute of Standards and
Technology (NIST).
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Applied Velocity (m/s)

K11647: R*2 = 0.999988
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PDA CALIBRATION FACTOR

338.7 mv/50009g
(67.7 pvig)
RA2: 0.999988 [Chip programmed]

Operator: William Johnson
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Signed

Pife Dynamics, /7c.
www.pile.com

ORIGINAL

Reference SIN K11647
Velocity Velocity
mis mis

0.683 0.680
0.990 0.984
1.331 1.325
1.572 1.569
1.926 1.926
2.291 2.289
2.711 2.712
3.113 3.113
3.441 3.448
3.802 3.801

Maximum Acceleration: 750 g's

Version: 2020.30.170 18.09



