Accelerometer Calibration Certificate
Pile Dynamics, Inc.

Calibrated by Pile Dynamics, Inc.
Calibration performed on

Serial No: K11657 Temperature: 22.0 °C

Model: PR Humidity: . 47%

Calibrated on: Channel 3 on 8G 5061 LE

Ref Acc 1: 65538! Cal on: 27Jan2020
1040 g's/volt

Ref Acc 2: 64648| Cal on: 27Jan2020
984 g's/volt

Reference accelerometer calibrations are traceable to
the United States National Institute of Standards and
Technology (NIST).
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Applied Velocity (m/s)

K11657: R*2 = 0.999978

=/

PDA CALIBRATION FACTOR
407.8 mv/5000g

(81.6 pv/g)

RA2: 0.999978 [Chip programmed]

Operator: William Johnson
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Signed

Pile Dynarnics, /nc.
www.pile.com

ORIGINAL
Reference S/IN K11657
Velocity Velocity
mls m/s
0.866 0.865
1.298 1.302
1.658 1.663
1.923 1.926
2.243 2.249
2.660 2.666
3.009 3.011
3.427 3.430
3.778 3.774
4197 4.187

Maximum Acceleration: 901 g's

SEP 0 92020

Version: 2020.30.170 -1.92



