
Accelerometer Calibration Certificate 
Pile Dynamics, Inc. 

Calibrated by Pile Dynamics, Inc. 
Calibration performed on 07Dec2021 

Serial No: K10577 Temperature: 20.3°C PDA CALIBRATION FACTOR 

Model: PR Humidity: 30% 389.0 mv/5000g 
(77.8 j..Jv/g) 

Calibrated on: Channel 3 on 8G 5161 LE R"2: 0.999985 [Chip programmed) 

Operator: William Johnson 
Ref Acc 1: 69096! Cal on: 27Jan2021 

978 g's/volt ~~- r: _ ._- ~ 
Ref Acc 2: 69132! Cal on: 09Feb2021 Signed 960 g's/volt 

Reference accelerometer calibrations are traceable to 
the United States National Institute of Standards and 
Technology (NIST). 
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Applied Velocity (m/s) 

Reference SIN K10577 
. ~elocity Velocity 

m/s m/sl 
0.921 0.917 
1.408 
1.691 
2.019 
2.291 
2.616 
2.944 
3.412 
3.828 
4.190 

1.409 
1.692 
2.017 
2.300 
2.614 
2.937 
3.416 
3.8281 

4.188 

Maximum Acceleration: 933 9'S 

Date printed: 07Dec2021. version: 2020.30.170 -0.01 


