Certificate of Calibration
Transcucer Model: PDI Transducer

Plle Dynamics, Inc.
Serial Number: S412

PDI Gage Factor: 1426  mev

General Gage Factor: 4952 M@V Ve
Tnitial Offset Voltage: 0.172 mV/Vex
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Specifications
PDI Automated Strain Transducer Calibration System (PDI - ASTCS)

ASTCS Serial Number: PDICAL 2015-02
| ASTCS Software Version Number: ag0

ASTCS Independant Verfication Date: 112018 1034AM

Transducer Gage Length: 3 inches (76.2 mm)

Full Scale Displacement Range:

|+ 00075 (inches)

Meﬁod for Applying Displacement.

Precision Stepper Motor Connected to Linear Stage

Excitation Voltage for Calibration:

23VDC

| Displacement Measurements: Dual Precision LVDTs, Output Averaged
__Displacement Certfication; NIST 27443707

Linearity Verfication Technique: Linear Correlation Coefficient < 0.9996
| Repeatability Verifcation Technique | _Standard Deviafion < 0.5% of mean

ASTCS Systemn Check

Reference Strain Transducer; B55%0

Refererice General Gage Fador: .10 micro-srai/mVjY
| VDT #1 Sensity nchesiiat: 0.6056
LT 2 Sty chesol 0055
Syt Temperatre St Pased

Date/Time of Last System Check /4018 1034 AM

PDI Strain Transducer Connections

Black Excitation +

Green: Excitation -

Red: Signal +

White Sigyal-

GreyBARE Shield
NIST Reference:

PD! certfies the above PDIFASTCS nstrument meets or exceeds published speciications and has been verified using
standards and instruments whose accuracies are traceable to the National Institute of Standards and Technology (NIST),
an accepted value of a natural physical constant or a ratio cafibration technique. The calibration of this instrument was
performed in accordance with the PDI Qualty Assurance program, Measurements and information provided on this

report are valid at the time of cafbration only.



