Certificate of Calibration

Transducer Model  PDI Transducer

Pile Dynamics, Inc
Serial Number: $413

PDI Gage Factor: 142.1

mev

General Gage Factor: 4930 M@mV/Ven
Tnitial Offset Voltage: 0228 mV/Vert

Table 1: Representative Calbraton Data

Applied Strain (micro-strain) Transducer Output (m\/Vext) Applied Strain micro-strain) Transducer Output (mV/Vext)
14880 "6zt T30 050
143058 0362 74160 1586
431716 0219 TT9.001 245
-685.358 074 1088897 2842
02173 12 1350480 3473
1171813 1728 1716360 4118
-1426.516 223 1565.031 4558
-1675.413 -2748 1808407 445
74233 -1882 1586926 1860
-1636.356 -160 1271783 i
-1376.480 2178 850743 1588
-1086.457 1603 655110 1570
-827.2%8 -1050 a7 1386
573002 Rl 108.557 0873
M4 28 -0058 6277 0625
-108.548 D4iz -14.866 069
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Mean Linear Correlation Coefficient (LCC): 0.999978 LCC Standard Deviation:  1.410224E-6

Calibrated By:  DIC

Date and Time: 572021 1257 PM
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Temperature (Degrees ) 259




Specifications
PDI Automated Stramn Transducer Calibration System  (PDI - ASTCS)

ASTCS Serial Number: PDI CAL 201502
ASTCS Software Version Number. 3001
ASTCS Independant Verfication Date: 9222015 143PM

 Transducer Gage Length: 3 inches (76.2 mm)
Full Scale Displacement Range: +- 00073 (inches)
Method for Applying Displacement: Precision Stepper Mctor Connected to Linear Stage
Exctation Voliage for Calibration: 23\V0C
Displacement Measurements: Dual Precision LYDTs, Output Averaged
Displacement Certfication: NIST 274437-07
Linearity Verification Technique: Linear Correlation Coefficient < 03396
Repeatability Verification Technique Standard Deviation < 0.3% of mean

ASTCS System Check

Reference Strain Transducer; B3380
Reference General Gage Factor: B0 micro-strain/mV/V
LVDT #1 Sensiivty nches/vol: L%
LVDT #2 Sensty (inches vol .08t
System Temperature Status Passed

. Date/Time of Last System Check 92015 148PM

PDI Strain Transducer Connections

Black Excitation +

Green: Excitation -

Red: Signal +

Whte Signal -

GteyBARE Shield
NIST Reference:

PDI certifies the above PDI-ASTCS instrument meets or exceeds published specifications and has been verified using
standards and instruments whose accuracies are traceable to the National Institute of Standards and Technology (NIST),
an accepted value of a natural physical constant or a ratio calibration technique. The calibration of this instrument was
performed in accordance with the PDI Qualty Assurance pragram. Measurements and information provided on this
report are valid at the time of calibration only.
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